
CALIFORNIA REGIONAL WATER QUALITY CONTROL BOARD
SAN FRANCISCO BAY REGION

ORDER NO. 84-40

NPDES NO. CA0037796

REISSUING WASTE DISCHARGE REQUIREMENTS FOR:

PINOLE-HERCULES WASTEWATER TREATMENT PLANT
CITY OF PINOLE
CONTRA COSTA COUNTY

The California Regional Water Quality Control Board, San Francisco Bay Region,
(hereinafter called the Board) finds that:

I. The City of Pinole, (hereinafter called the Discharger),
submitted a Report of Waste Discharge dated December 7,
1983 for reissuance of NPDES Permit No. CA0037796.

2. The Discharger presently discharges an average dry
weather flow of 1.6 million gallons per day (mgd) from
its activated sludge plant which has a dry weather design
capacity of 2.0 mgd. The plant treats domestic
wastewater from the City of Pinole and the City of
Hercules. The treated wastewater is discharged into San
Pablo Bay, a water of the State and United States,
through a submerged diffuser about 3600 feet offshore at
a depth of 18 feet below mean lower low water, [latitude
38 deg., 03 min., 06 sec.] [longitude 122 deg., 15 min.,
55 sec.], which is used jointly by Rodeo and the cities
of Pinole and Hercules.

3. The Discharger has reported that development within the
service area necessitates an expansion in treatment
capacity to 4.0 MGD. Included in the planned expansion
are the addition of one primary clarifier, two aeration
basins, two secondary clarifiers, a cogeneration unit, a
new centrifuge, a bar screen and the replacement of two
backup generators with a single new generator.
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